Patent Application 
Docket No. P14122US 



AMENDMENT TO THE DRAWINGS 

Figures 1 -4 are more formal representations of the informal drawings used at the 
time of filing. In Figure 4, clerical errors were corrected. Namely, reference signs 69 and 
71 are corrected respectively from "ADD BSID TO PORT 2000" and "USE PORT 2000" 
to ADD BSID TO PORT 20000" and "USE PORT 20000". All four figures are presented 
as replacement sheets. A formal set of drawings will be provided together with payment 
of the issue fees following a notice of allowance or upon request. 



11 



Replacement Sheet 



11 



NETWORK CONFIGURATION 
MANAGER 



BSIDS 



13 



DEVICE DATA 



MSG 



^4 



BSID 
DATABASE 



BSID 



16 



DEVICE DATA 
UPDATE RECEIVER 



^17 , DEVICE DATA TYPE 



MULTICAST IP ADDRESS 
GENERATOR 



DEVICE 
DATA 



18 



IP MULTICAST MESSAGE 
TRANSMITTER 




BS 



IP MULTICAST MESSAGE 
RECEIVER 



SIMULTANEOUS 
DEVICE-UPDATE 
MECHANISM 



^21 



^24 



MS UPDATE 
MECHANISM 



FIG. 1 



Replacement Sheet 



NCM SENDS UPDATED 
DEVICE DATA TO MSC 



-31 



OBTAIN BSID FOR 
DESIGNATED CELL 




CELL 



EXCHANGE 



USE BSID= 0.o'Y34 



DETERMINE DEVICE DATA TYPE 



GENERATE MULTICAST IP ADDRESS 



^35 
■36 



MSC SENDS UPDATED DEVICE DATA 
IN IP MULTICAST MESSAGE 



BS RECEIVES IP MULTICAST MESSAGE 



37 
38 



-39 

'UPDATE^ ' 
IMMEDIATELY \SPECIFIED TIME 

^OR AT SPECIFIED. 
TIME 
9 

IMMEDIATELY 



i 



WATT FOR SPECIFIED 
TIME 



SINGLE 

DEVICE OR 

\LL DEVICES^ 
7 

ALL 



-42 



SINGLE 



43-^ UPDATE DEVICE DATA 
FOR IDENTIFIED DEVICE 



BS SIMULTANEOU 
DEVICES OF SPECi 


SLY UPDATES ALL 
IFIED DEVICE TYPE 






UPDATE MSs IN CELL \ 



^44 



45 



FIG. 2 



• 

Replacement Sheet 



^ 

NETWORK CONFIGURATION 
MANAGER 



BSIDS 



13 



15^ 



DEVICE DATA 



MSC 



51 



BSID/UDPPORT 
LOOKUP TABLE 



UDP 
PORTS 



16 



DEVICE DATA 
UPDATE RECEIVER 



DEVICE DATATYPE 



IP BROADCAST MESSAGE 
TRANSMITTER 



^12 



DEVICE 
DATA 




UDP PORTS 



IP BROADCAST MESSAGE 
RECEIVER 



23 



SIMULTANEOUS 
DEVICE-UPDATE 
MECHANISM 



53 



^21 



r2A 



MS UPDATE 
MECHANISM 



FIG. 3 




Replacement Sheet 



NCM SENDS UPDATED 
DEVICE DATA TO MSC 



^61 



/J O f 

^ USE PORT. 10000\ 




ADDBSIDTOPORT 
10000 



USE PORT 10000] 



ADD BSID TO PORT 
20000 



I 



MSC SENDS UPDATED DEVICE DATA 
IN IP BROADCAST MESSAGE DIRECTED 
TO DESIGNATED UDP PORT 



72 



USE PORT 2000C\ 



BSS MONTTOR DESIGNATED PORTS 
FOR DCCH/DTC UPDATES AT 
CELL/ EXCHANGE LEVELS 



I 



73 



BS RECEIVES IP BROADCAST ME^AGEj ^ 



79^ 



80 




BS SIMULTANEOUSLY UPDATES ALL 
DEVICES OF SPECIFIE D DEVICE TYPE 



UPDATE MSS IN CELL 



FIG. 4 



